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code inside diameter outside diameter working pressure burst pressure weight nominal bending radius vacuum length max

mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar m ft
1453777 15 19/32 25,5 1,00 10 150 30 450 0,53 0,36 75 3,0 0,9 60 200
1452088 22 7/8 32,5 1,28 10 150 30 450 0,71 0,48 110 4,3 0,9 60 200
1485962 25 1 36 1,42 10 150 30 450 0,87 0,58 125 4,9 0,9 60 200
1452070 28 1-7/64 39 1,54 10 150 30 450 0,95 0,64 140 5,5 0,9 60 200
1452096 30 1-3/16 41 1,62 10 150 30 450 1,01 0,68 150 5,9 0,9 60 200
1452436 35 1-3/8 46 1,81 10 150 30 450 1,14 0,77 175 6,9 0,9 60 200
1452100 40 1-37/64 51 2,01 10 150 30 450 1,28 0,86 200 7,9 0,9 60 200
1452118 43 1-11/16 54 2,13 10 150 30 450 1,36 0,91 215 8,5 0,9 60 200
1452126 51 2 63 2,48 10 150 30 450 1,85 1,24 255 10,0 0,9 60 200
1452428 76 3 89 3,51 10 150 30 450 3,03 2,04 455 17,9 0,9 60 200
1475789 90 3-35/64 104 4,10 10 150 30 450 4,04 2,71 540 21,3 0,9 60 200
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Sanitary hose for the toilets in 
the trains
Standards: EN 45545 HL3 R22 and R23; BS 6853 Cat. Ia Int. Cat. Ia 
Ext.
Application: hardwall hose designed to convey water in the sanitary 
connections of trains toilets.
Temperature: from – 30°C (-22°F) to +70°C (+158°F).
Construction
Tube: black, smooth, special synthetic rubber compound.
Reinforcement: high strength synthetic cord plus embedded steel 
helix wire.
Cover: black, smooth (wrapped finish) special synthetic rubber com-
pound, ozone, ageing, weathering and oil mist resistant.
Branding: green transfer tape “Rail (family logo) Sanitary Premium EN 
45545 HL3 R22/R23 - BS 6853”.
Also available upon request: 1.According to DIN 5510-2 S3/SR2/
ST2. 2. Sanitary Star with odourless and taste free IIR tube 3.Different 
diameters.

 RU
Рукав для железнодорожных 
водно-санитарных 
канализационных систем
Нормативы: EN 45545 HL3 R22 and R23; BS 6853 Cat. Ia Int. Cat. 
Ia Ext.
Применение: гладкий, укреплённый металлокордом  рукав, 
предназначается для подачи воды, используется  как санитарное 
соединение в железнодорожных туалетах.
Температура: от – 30°C до +70°C. 
Конструкция
Внутренний слой: чёрный, гладкий из специального 
синтетического каучука.
Усиление: высокопрочный синтетический корд, встроенная 
стальная спираль.
Покрытие: чёрное, гладкое (с отпечатком текстильного 
бандажа) из специального  синтетического каучука, устойчивое к 
озону,атмосферным воздействиям,маслам и старению.
Маркировка: зелёная маркировочная лента “Rail (family logo) Sani-
tary Premium EN 45545 HL3 R22/R23 - BS 6853”.
В наличии по запросу: Версия в соответствии с DIN 5510-2 S3/
SR2/ST2. 2.Sanitary Star с внутренним слоем из каучука IIR без 
запаха и вкуса. 3.Другие диаметры.

Above technical data are referring to applications at room temperature (+20°C).
IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. For a correct use refer to 
“Recommendations for the selection, storage, use and maintenance of rubber hoses” by Assogomma, available on www.ivgspa.it.
With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.


